For Style 1588P60-14

Assembly Instruction Sheet #IS-1 588P60-14

Tools Required: Flathead screwdriver, Phillips screwdriver, pllers, wire cutiers, wire sirippers, electrical tape, safely giasses.

These instructions are provided for your safety. It Is very important you read them compietsly before installing the fhdure.
We strongly recommend that a icensed, professional electrician perform the installation.
Disconnect fixture from power source before replacing bulbs. Make sure bulbs are given sufficient time fo cool before removal.

STEP2 - Attach Crossbar to Outiet Box .
|A.Pass the supply wires through the Mounting
bracket (EE). Attach the Mounting bracket (EE)

to the Outiet Bax (CC)

with the head of the Green Ground Screw facing you.
Secure It with Outiet Box Screws (not included).
Tighten untl snug.

STEP 4 - Because the lamp body Is relatively

heavy, please pay attention to the bearing
screws when installing the hanging plats.
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Package Contents
STEP 1- install Celling Canopy to Calling . g
STEP 5 - Finally put the glaas in the hardware
and screw it In
f i Outiet Box Screws Ground Wire . L. ,
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STEP 3 - Wire Connections T - —
A. Use standard wire connectors o make all wire Pu ®
connections. Twist connectors until wires are Sghtly joined
fogether. Wrap each connection with approved elecirical tape
o] and carefully stuff all the connected wires info the Outiet Box.
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PART DESCRIFTION  QUANTITY __ Bare, or Green Ground wh
BB Wire nut 2pcs round wire from fixture
CC  Screw 2pos from outiet box Green Ground Screw
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