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Black Flag
Designed by Konstantin Grcic, 2023

75W - 2700K - CRI> 90

Black Flag is an extendable wall light that offers flexibility of illumination thanks to
the expanding aluminium arm reaching up to 3.5meters from a wall-mounted frame
of the same material. Wall lamp and sculptural centre piece, Black Flag embodies
Grcic's industrial design expertise and demonstrates the experimental
opportunities of his approach mixed with Flos' technical expertise. The luminaire
provides direct and indirect lighting. Greater Up or Down intensity can be controlled
through the dedicated touch buttons featured in the stem. Connection from the
network or via an IEC plug. Possibility of connection from a light point or via an IEC
plug. Color temperature 2700K, CRI 90.
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In our constantly evolving world and business, technical upgrades happen every day. This means all product specifications and data are subject to change without warning in
order t improve reliability, function, performance or otherwise. We make every effort to ensure the accuracy of our product images, however due to different lighting and
screens used for viewing, the colours may vary. Images are indicative of the quality and style of the product but may not represent the precise details of the product you
receive. This is because we are constantly working to make improvements. For aesthetic reasons, cables and/or electrical elements are often not shown. Refer to technical

data sheets for all technical data. Imagesand colours are not part of any contract or warrantyin any way.
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Schematic light drawing

Luminous flux luminaire
2441 Im

Photometric

Beam Angle:  60°
hm) E(x)  D(m)
12176 1.15
2 544 230
3 242 346
4 136 4.61
5 87 576
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Dimming t

Dimmable

Dimming interface Dimmer Integrated
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