VALE-F

FLOOR / DESIGNER: CAINE HEINTZMAN / 2023
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MANUFACTURED IN CANADA
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VISIT A-N-D.COM FOR 3D MODELS INCLUDING REVIT/IES.

DESCRIPTION

Vale optimises functionality through its
multidirectional luminescence while diffusing
soft ambient light.

TYPE
Floor

DIMENSIONS

- Vale Floor 1: 104 x 16 x 23cm /
41" x 6.25" x 9"

- Vale Floor 2: 205 x 16 x 23cm /
80.75" x 6.25" x 9"

TECHNICAL INFORMATION MATERIALS
— Input Voltage: ~ Aluminum
110—.120V, 220-240V - Acrylic

- Lamping:

Integral 20W/40W 24V DC LED
CRI 90+, 50,000 hours
— Lumens:
1388/2776 lumens delivered
- Controls:
Foot dimmer switch included

FRAME FINISHES

ANTHRACITE (ANT)  SILICA(SIL) RUST (RST)
DIMTO WARM
WARM / DIM - BRIGHT / DIM + LENS FINISH
1800K 3000K =
CERTIFICATIONS

CLEAR (CLR)

®= C €

* APPLICATION: DRY INDOOR LOCATION ONLY

FOR CUSTOM FINISHES,
PLEASE INQUIRE.

SERIES UNIT TYPE FINISH VOLTAGE IN
VAL [ F [ ] ANT(ANTHRACITE) [] 120
[]2 [ ] siL(siLicA) [ ] 230

[ ] RST(RUST)
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