
BEAM
Wall Sconce
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DETAILS

Dimensions: 
1 1/4”W x 2 1/2”D x 14”H
1 1/4”W x 2 1/2”D x 20”H
1 1/4”W x 2 1/2”D x 26”H

Backplate: 
Pill - 4”W x 7”H x 3/4”D

Light source: 
LED strip - 3000K - Dimmable (24V)
(2700K available by request)
Driver located inside junction box  (Class 2)

Wattage:
3.5W / 360 lumens
5W / 514 lumens
6.5W / 668 lumens

Materials: 
cold rolled steel

PRODUCT SKU

BEA-WS

Fixture Size Finish Backplate
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14 - 20 - 26 ___ PL
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PLATED FINISHES

WBR - Westwood Brass (Orbital) 
WBL - Westwood Brass (Linear)
BBR- Satin Brass
PNI - Polished Nickel
SNI - Satin Nickel
BNI - Satin Black Nickel

POWDER COAT FINISHES 

MW - Matte White
SB - Satin Black
MB - Matte Black
BRZ - Satin Pyrite Bronze

HAND APPLIED FINISH

BLS - Blackened Steel

Custom finishes available*
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Driver Specs:
Input voltage 120V AC
Output voltage 24V DC, Max output 60W 
Class 2 - ELV Dimmable

Cleaning & Care:
Dust surfaces with a dry soft cloth.


