
EMBER S6
Pendant
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DETAILS

Dimensions:
42”W x 52”L x 2 5/8”H
6”H stem

Canopy:
8”DIA x 1 1/4”H

Diffuser: 
SCL - 2”DIA - Scalloped Clear Glass
SFR - 2”DIA - Scalloped Clear Glass / Frosted

Suspension Cables:
3x 1/32” braided stainless steel
60” site adjustable

Light source: 
COB LED strip - 3000K - Dimmable (24V)
(2700K available by request)
ELV LED driver located inside canopy

Power Cable:
Braided Black Cloth

Wattage:
12W / 1,180 lumens

Materials: 
3/4”DIA cold rolled steel tube
2”DIA scalloped glass tube

PRODUCT SKU

EMB-S6-PE

Fixture
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Size

___

Finish

SCL - SFR

Glass Finish
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PLATED FINISHES

BBR - Satin Brass
WBR - Westwood Brass (Orbital Brush)
WBL - Westwood Brass (Linear Brush)
PNI - Polished Nickel
BNI - Satin Black Nickel
CP - Satin Copper

POWDER COAT FINISHES 

MW - Matte White
MB - Matte Black
BRZ - Satin Pyrite Bronze
GMG - Gunmetal Grey

Custom finishes available*
(Single or two-tone options)

Driver Specs:
Input voltage 120V AC
Output voltage 24V DC, Max output 60W 
Class 2 - ELV Dimmable

Cleaning & Care:
Dust surfaces with a dry soft cloth.


